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PoLAR) Aq uahot A\ Available in 6, 10, 15, 25, 35 & 50 litres
4-star Rated R
V= | |
" * Heavy guage stainless steel * |S| approved
,\16 (SS 304L) tank for longer life e 4-star rated as per BEE standards w I N I E R
* Designed for 6 bar pressure (*3-star rated for 35 & 50 litres)
Aguanat * Magnesium anode rod e Rated power 2000 W
— ¢ High density PUF insulation ® 5-year warranty on inner tank,

* Penta shield safety 2-year on product

= RefreSha Available in 1 & 3 litres

Re

i"‘. e Ultra thick superior 304 grade SS tank e Pressure release valve &

PoLAR e ISI approved element & thermostat anti-siphon hole
e Penta shield safety * Rated power 3000 W
» Neon indicator * ISl approved

:"""s"; o Energy efficient d |S|I ap:&provzd moulded 3-pin
¢ Hi-grade copper pipe with nickel plug & cor
lm coated heating element * 2-year warranty

D GAS WATER HEATER
| nStah Ot Available in 6 litres

== * Automatic ignition ¢ Overheat protection

A " ow

® 20 minutes inbuilt timer ¢ Dry heat protection
e Low pressure application e |S| approved
¢ Flame failure protection e 2-year warranty

* Protection against dry burn

VISHVA ELECTROTECH LTD.
CIN: U31501WB2009PLC132426 P : (033) 6629 1829 | F: (033) 6629 1842
F “ I_A R (Licensed user of POLAR Trade Mark) E : customercare@polarelectric.in

Regd. Off.: Unit No. 8B & 8C, 8th Floor W: www.polar-india.com
23 Circus Avenue, Kolkata 700 017

[

Bl www.facebook.com/Polarindia

FANS ¢ PUMPS  APPLIANCES West Bengal, India
N Bush+
(C7™  Customer Care ‘
c S @ e (Toll-free): 1800 258 1818 et
B R AN H E ‘
South: Chennai +91 90739 55047/48, bmmds@polarelectric.in | Madurai (0452) 242 2272, bmmad@polarelectric.in | Kochi +91 95678 63484, bmooc@polareledrlc in o
Bengaluru (080) 2860 7369, bmbng@polarelectric.in | Vijayawada (0866) 241 1311, bmuij ic.n | (040) 2980 2697, oo Allyvion
East: Kolkata +91 81000 23782/83, bmkol@polarelectric.in | Bhubaneswar (0674) 297 4749, bmbbs@polarelectric.in .(" *
Guwahati (0361) 252 4531, bmguw@polarelectric.in | Patna +91 96931 98765, bmptn@polarelectric.in | Ranchi +91 75960 67569, bmran@polarelectric.in = H W ATE R H E ATE RS
North: Delhi (0120) 452 8082, bmdel@polarelectric.in | Chandigarh (0172) 265 5563/72, bmchd@polarelectric.in e

Jaipur (0141) 403 6715, bmjpr@polarelectric.in | Kanpur +91 96962 90980, bmknp@polarelectric.in | Ghaziabad (0120) 437 2969, bmgzb@polarelectric.in
Dehradhun (0135) 264 9536, bmddn@polarelectric.in | Varanasi (0542) 222 3431, bmvns@polarelectric.in
West & Centre: Mumbai (02522) 661973, bmmum@polarelectric.in | Indore (0731) 286 2580, bmind@polarelectric.in | Raipur +91 90739 54648, bmrpr@polarelectric.in

Polar has a policy of continuous improvement of product and we reserve the right to change specifications, features or looks without prior notice.
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Shower winter with warmth through our wide range of water heaters. Efficient and technologically Hotwave B Availablein 10,15, 25 litres
advanced, Polar Water Heaters are designed to offer comfort without daily hassle. Embrace the joy 5-star Rated T

of innovation through ease!

DIGITAL STORAGE WATER HEATER

. ¥ 5
[poLar) Alluvion ks

Available in 6, 10, 15, 25 litres FREE ASSEMBLY KIT, INLET
5-star Rated & OUTLET PIPES

* Blue Sapphire Glass Line coated
* tank with 1.8 mm thickness
o ¢ Designed for 8 bar pressure,

suitable for high-rise buildings

* Magnesium anode rod, protects
Allvvion tank from rust and corrosion

 Digital temperature display
e Whirl flow technology
¢ High density PUF insulation

Gush+

5-star Rated

Available in 10, 15, 25 litres

® Shockproof and corrosion proof
ABS body

¢ Penta shield safety

 |SI| approved

e 5-star rated as per BEE standards

¢ Rated power 2000 W

e 7-year warranty on inner tank, 3-year on
heating element and 2-year on product

¢ Blue Sapphire Glass Line coated
tank with1.8 mm thickness

e Designed for 8 bar pressure,
suitable for high-rise buildings

* Magnesium anode rod with
O-PRO technology

® Spiral type heating element
(10 litres)

¢ Digital temperature display

e Whirl flow technology

STORAGE WATER HEATER

¢ High density PUF insulation

¢ Penta shield safety with MFV

* Copper heating element

¢ |S| approved

e 5-star rated as per BEE standards
e Rated power 2000 W

e 7-year warranty on inner tank,
2-year on product

Available in 6, 10, 15, 25 litres FREE ASSEMBLY KIT, INLET
4-star Rated & OUTLET PIPES

® Blue Sapphire Glass Line coated
tank with 1.8 mm thickness

¢ Designed for 8 bar pressure,
suitable for high-rise buildings

* Magnesium anode rod with
O-PRO technology

geushat e Analog temperature display
a ¢ Whirl flow technology
(.’:\_ ¢ High density PUF insulation
_\_, ® Shockproof and corrosion

proof ABS body

e Spiral type heating element
(6 & 10 litres)

¢ Penta shield safety

¢ |S| approved

® 4-star rated as per BEE standards
e Rated power 2000 W

e 7-year warranty on inner tank,
2-year on product

¢ Blue Sapphire Glass Line coated
tank with 1.8 mm thickness

* Designed for 8 bar pressure,
suitable for high-rise buildings

¢ Magnesium anode rod
e Whirl flow technology
¢ High density PUF insulation

e Temperature control knob

Gush

5-star Rated

Available in 10, 15, 25 litres

* Shockproof and corrosion
proof ABS body

® Penta shield safety
 |Sl| approved

e 5-star rated as per BEE standards
* Rated power 2000 W

e 7-year warranty on inner tank,
3-year on heating element
and 2-year on product

FREE ASSEMBLY KIT, INLET
& OUTLET PIPES

FREE ASSEMBLY KIT, INLET
& OUTLET PIPES

¢ Blue Sapphire Glass Line coated
tank with 1.8 mm thickness

e Designed for 8 bar pressure,
suitable for high-rise buildings

e Magnesium anode rod with
O-PRO technology

¢ Spiral type heating element (10 litres)
* Whirl flow technology
¢ High density PUF insulation

3%y
Legacy + £

5-star Rated

X Available in 6, 10, 15, 25 litres

e Temperature control knob
* Penta shield safety

¢ |SI| approved

\

Gush

| O]

e 5-star rated as per BEE standards
(*4-star rated for 10 litres)

e Rated power 2000 W

e 7-year warranty on inner tank,
2-year on product

FREE ASSEMBLY KIT, INLET (POLAR
& OUTLET PIPES

¢ Blue Sapphire Glass Line coated
tank with 1.8 mm thickness

* Designed for 8 bar pressure,
suitable for high-rise buildings

e Magnesium anode rod with
O-PRO technology

e Spiral type heating element
(6 & 10 litres)

e Whirl flow technology
¢ High density PUF insulation

Zodiac

4-star Rated

Available in 10, 15, 25 litres

e Temperature control knob

e Penta shield safet r—
y —~ ,
* ISl approved —
e 5-star rated as per BEE standards
(*4-star rated for 6 & 10 litres)
Legacy +

e Rated power 2000 W

e 7-year warranty on inner tank,
2-year on product

|

* 15 & 25 litres available in horizontal
and vertical variants

* Heavy guage stainless steel
(SS 304L) tank for longer life

¢ Designed for 6 bar pressure

* Magnesium anode rod, protects
tank from rust and corrosion

* High density PUF insulation

* Shockproof and corrosion
proof ABS body

® Penta shield safety

&

 |Sl| approved
e 4-star rated as per BEE standards
* Rated power 2000 W

® 5-year warranty on inner tank,
2-year on product




